FALSEWORK AND FORMS OVER OR ADJACENT TO TRAFFIC (10-12-01)

This Special Provision applies in addition to Article 420-3 of the Standard Specifications.

This Special Provision covers falsework or forms including metal stay-in-place forms and
precast concrete deck panels erected over vehicular, pedestrian or railroad traffic, or vesse
traffic on navigable waterways. It also covers fasawork and forms for those parts of a
substructure unit constructed within 20 ft. (6 m) of the edge of a travelway or railroad track and
more than 25 ft. (7.6 m) above the ground line at the time of substructure construction.

1.0 SUBMITTALS

2.0

3.0

4.0

Submit detailed drawings as required by the Standard Specifications or other Special
Provisions and one set of design calculations for falsework and forms for review and
acceptance before beginning construction of the falsework or forms. Have the drawings
and design calculations prepared, signed and seadled by a North Carolina Registered
Professional Engineer. These submittal requirements apply to al falsework and form
systems covered by this Specia Provision.

DESGN

Design falsework and forms for the combined effects of dead load and live load and with
appropriate safety factors in accordance with these Special Provisions and the respective
design codes of the materials used. Include the weight of concrete, reinforcing steel, forms
and falsework in the dead load. Live load includes the actual weight of any equipment the
falsework supports, applied as concentrated loads at the points of contact, and a uniform
load of not less than 20 Ibs/ft? (1.0 kPa) applied over the supported area. In addition, apply
aline load of 75 Ibs/ft (1.1 kN/m) along the outside edge of deck overhangs.

INSPECTION

Before the form or falsework system is loaded, inspect the erected falsework and forms and
submit a written statement certifying that the erected falsework system complies with the
accepted detailed drawings prepared by the Registered Professional Engineer. Submit a
separate certification for each span, unit, or bridge component. Any condition that does not
comply with the accepted drawings, or any other condition deemed unsatisfactory by the
Engineer, is cause for rejection until corrections are made.

BASISOF PAYMENT

Payment at the contract unit prices for the various pay items will be full compensation for
the above work required for falsework or forms.



